
 Competition Sheet 

 

XGS2210 Series 28/28HP/52/52HP 52-port GbE L2 Switch with 10GbE Uplink 
Agile L2 Access Switch Solution for Converged Data,  
Video and Voice Networking 

Competitive Summary 
 Complete features for convergence 

 Comprehensive access control for security 
 Locator LED to easily identify the switch 
 Ease of management and ZyXEL One Network support 

 Future-proof with IPv6 support 
 
 

 
 

Feature/Model 

ZyXEL 

XGS2210-52 
XGS2210-52HP 

NETGEAR 

S3300-52X 
S3300-52X-POE+ 

D-Link 
DGS-1510-52X 

HP 

2530-48G 
2530-48G-POE+ 

Cisco 

SG500X-48X 
SG500X-48P 

SG500X-48MPP 

10 gigabit ports 4 4 4 2 4 

Flash locator LED easy identify 
switch location 

Yes - - Yes - 

Operating temperature 0-50℃ 0-50℃ -5-50℃ 0-45℃ 0-40℃ 

All ports support 802.3at PoE+ Yes Yes - Yes Yes 

PoE power budget 375W       390W - 382W 
375W (48P) 

740W (48MPP) 

MVR Yes Yes - Yes Yes 

System VLAN Number 1K 256 4K 512 4096 

IPv4 / IPv6 Routing Entry 64 / 64 32 / 16 64/32  2K / 2K 

sFlow Yes - Yes Yes - 

Management tool ZON Utility Smart Control Center DNA Airwave Network Management  
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Feature/Model 
ZyXEL 

XGS2210-28 

XGS2210-28HP 

NETGEAR 
S3300-28X 

S3300-28X-POE+ 

D-Link 
DGS-1510-28X 

DGS-1510-28XMP 

HP 
2530-24G 

2530-24G-POE+ 

Cisco 
SG500X-24X 

SG500X-24P 
SG500X-24MPP 

10 gigabit ports 4 4 4 2 4 

Flash locator LED easy identify 
switch location 

Yes - - Yes - 

Operating temperature 0-50℃ 0-50℃ -5-50℃ 0-45℃ 0-40℃ 

PoE power budget 375W       195W 193W 195W 
375W (24P) 

740W (24MPP) 

MVR Yes Yes - Yes Yes 

System VLAN Number 1K 256 4K 512 4096 

IPv4 / IPv6 Routing Entry 64 / 64 32 / 16 64/32  2K / 2K 

sFlow Yes - Yes Yes - 

Management tool ZON Utility Smart Control Center DNA Airwave Network Management  

 

 


