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Teknik Ozellikler
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Genel Ozellikler

640%x512 VOx sogutmasiz termal sensor
teknolojisi

Athermalized Lens(termal), Focus-free

1/1.9” 2Megapiksel progresif tarama Sony CMOS
GuUgld 30x optik zoom

Sicaklik 6lcim( mevcut

Yangin algilama ve alarm mevcut

Maks. 240 ° / s pan hizi, 360 ° endless pan
déndirme

300 6n ayara kadar, 5 otomatik tarama, 8 tur, 5
pattern

7/2 alarm girisi / ¢ikisi

Micro SD bellek, IP66
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Model

Termal Kamera
Goruntl Sensoéru

Etkin Piksel Sayisi

Piksel Boyutu

Termal Duyarlilik (NETD)
Spektral Araligi

Resim Ayari

Renk Paletleri

Termal Lens
Lens Tipi

Odak Kontroli
Odak Uzakhgi

GOrus Agisi

Etkili Mesafe ©
Insan (1,8m * 0.5m)

Etkili Mesafe
Arag (2.3M * 2.3m)

Goriinir Kamera

Gorintl Sensoru

Dahua TPC-SD8620P-T-50-30X-E Teknik Ozellikleri

Asiri sogutmali VOx Mikrobolometre

640 (H) X512 (V)

17um

<40mK@f/1.0

7a- 14um

Parlaklik / Netlik / ROl / AGC / FFC / 3D DNR

14(Whitehot/Blackhot/Ironrow/Icefire/
Fusion/Rainbow/Globow/Iconbow1/
Iconbow? .etc)

Sabit

Athermalized, Focus-free
50mm

H:12.4°,V:9.9°

D:1700m
R: 430m
I:220m

D:5000m
R: 1400m
|:700m

1/1.9 “Sony CMOS
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Etkin Piksel Sayisi
Elektronik Shutter Hizi
Min. Aydinlatma

S /N Orani

IR Mesafesi

IR Agma / Kapama KontrolU
IR LED

Goriiniir Lens

Odak Uzakhgi

Maks. Diyafram
Gorus Acisi

Optik Zoom

Odak KontrolU

Yakin Odak Mesafesi
PTZ

Pan/Tilt Araligi
Manuel Kontrol Hizi
Ayarlanabilir Hiz
Preset

PTZ Modu

Hiz Ayari
Eylem Durumu

PTZ Bosta iken
Protokol
Video

Sikistirma

Frame Orani

Bit Hizi KontrolU
Bit Orani
GUlndlz Gece
BLC Modu
Beyaz Dengesi
Parazit Azaltma

Hareket Algilama

1944 (H) x1092 (V)

1/1 ~ 1/ 30.000s

0.001Lux@FI.5 (Renk), 0.0001Lux@FI.5 (B / W)
55 dB’den fazla

150m (492ft)

Otomatik / Manuel

4

6 mm ~ 180 mm

F1.5 ~ F4.3
H:59°~24°
30x

Otomatik / Manuel

100mm ~ 1000mm (0.33ft ~ 3.28ft)

Pan: 0° ~ 360° endless;Tilt: -20° ~ 90°

Pan: 0.1° ~200° /s; Tilt: 0.1° ~120° /s

Pan: 0.1° ~240° /s ;Tilt: 0.1° ~200° /s

300

5 Otomatik Tarama, 8 Tur, 5 Pattern, Otomatik Pan
insan odakli odak uzakligi / hiz adaptasyonu

Onceki PTZ'ye ve objektif durumuna otomatik geri yiikleme
(Elektrik kesildikten sonra)

Belirtilen periyotta komut yoksa Preset / Tarama / Tur / Pattern’i etkinlestirme

DH-SD, Pelco-P / D (Otomatik tanima)

H.264 / MJPEG

Ana Akis:

Termal: 1280x1024 (varsayilan) / 720P @ 1 ~ 25/ 30fps
Gorundr: 1080P (varsayilan) / 720P @ 1 ~ 25/ 30fps

Alt Akis:

Termal: 640x512 (varsayilan) / 320x256 @ 1 ~ 25/ 30fps
Gorundar: CIF (varsayilan) /D1 @ 1 ~ 25/ 30fps

CBR/VBR

H.264: 640 ~ 8192Kbps

Otomatik (ICR) / Renkli/S /B

BLC / HLC / WDR

Otomatik / ATW / Kapali / Acik / Manuel
3D DNR

Kapali / Acik (4 bolge, Dikdértgen)
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ROI Kapali / Agik (4 bdlge)

Elektronik Gériintl

Sabitleme -

(EIS)

Ultra Defog (Anti Sis) Kapali / Acik

Dijital Zoom 24x

Flip 180°

Mirror Kapali / Agik

Ozel Alan Maskelemesi Kapali / Agik (4 alan, Dikddrtgen)

Sicaklik Olciimii
Dislk Kazang: -40°C~ +550°C

Olgim Aralg Yiiksek Kazang: -40 ° C ~ + 160 ° C
Olciim Dogrulugu Maks (£ 2°C, +% 2)
Olciim Modu Spot / Hat / Alan
Nokta: 12
Olciim On Ayar 2;211122

Eszamanli olarak ayni anda 12 kurallari destekleme
Ses
Sikistirma G.711A/ G.711Mu/ AAC

Akilli Fonksiyonlar

IVS Tripwire, Saldiri, Nesne Terk / Kayip

Akilli Fonksiyonlar Yangin Algilama ve Alarmi, Otomatik izleme

Tarama Tetik Modu Manuel / Otomatik (alarm tetikli)

Tarama Tetik Olaylari Hedefleme, Zoom, izleme, Kayit, Anlik Gériinti, Alarm vb.
Network

Ethernet RJ-45 (10 / 100Base-T)

IPv4 / IPv6, HTTP, HTTPS, SSL, TCP / IP, UDP, UPnP, ICMP, IGMP, SNMP, RTSP, RTP, SMTP, NTP, DHCP,

Protokol DNS, PPPOE, DDNS, FTP, IP Filtresi, QoS, Bonjour, 802.1 x
ONVIF ONVIF Profili S & G, PSIA, CGI

Akis Metodu Tek Noktaya Yayin / Cok Noktaya Yayin

Maks. Kullanici Erisimi 10 Kullanicilar / 20 Kullanici

Micro SD (128GB)
Direkt Depolama Bellek durumu géstergesi (Normal / Hata / Etkin / Bicimlendirme / Kilitleme),
NAS (Network Attached Storage), anlik kayit icin yerel PC

Yazilim Yénetimi Akilli PSS, DSS

Akilli Telefon Android, los

Sertifikalar

Sertifikalar CE (EN 60950: 2000) FCC (FCC Boliim 15 Subpart B)
Arayiz

Video Aray(izi 1.0Vp-p / 75Q, PAL / NTSC (HDCVI Opsiyonel)
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Ses Arayuzu
RS485

Alarm

Giic

Gl¢ Kaynadi
Glc¢ Tuketimi
Cevre Kosullari

Calisma Kosullari

Koruma Sertifikasi
Kasa

Boyutlar

Net Agirhk

Dayanikhlik Kosullari

Giris / Cikis 1 Giris / 1 Cikis
Mevcut

7/2 Giris / Cikis

24V AC £% 15
Maks. 38W (24V AC, Isitici)

-40°C~+70°C(-40 °F ~ + 158 ° F) /% 95 RH’den dlsiik
40°C~+70°C(-40°F ~+158°F)) /% 95'den az RH
IP66

Metal

®240mm x 382mm

6.8Kg

3B2.0[15.04%]

213.6[8.41")

194 6[7.66°]

239.7] 9.447)

23871 944"
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Ceiling Mount Junction Mount
PFA111 + PFB300C PFAL11 + PFB3D3W + PFA120
eﬂzf‘fb _
Power Box Mount Pole Mount
PFA111 + PFB303W + PFA140 PFA111 + PFB303W + PFA1S0
Corner Mount Parapet Mount
PFA111+ PFB303S
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