
 

  

DP-12CD5146G0-IZS  
4 MP VF Dome Network Camera 

 

 

 

 

 

  

  

 1/1.8” Progressive Scan CMOS 

 2560 × 1440 @ 30fps, MJPEG up to 1920 × 1080 @ 

30fps 

 2.8 to 12 mm motor-driven lens  

 Color: 0.002 Lux @ (F1.2, AGC ON) 

 H.265, H.265+, H.264, H.264+ 

 140 dB WDR 

 3D DNR 

 IR range up to 30 m  

 Five streams and up to five custom streams 

 6 behavior analyses, 3 exception detection, and 

face detection 

 Built-in microSD/SDHC/SDXC card slot, up to 256 

GB 

 Alarm I/O, Audio I/O, RS-485 

 IK10 

 

 
   



 

Specifications 
Camera 

Image Sensor 1/1.8“ Progressive Scan CMOS 
Min. Illumination Color: 0.002 Lux @ (F1.2, AGC ON), 0 Lux with IR 

Shutter Speed 1 s to 1/100,000 s 

Slow Shutter Yes 
Day & Night IR Cut Filter 

Digital Noise Reduction 3D DNR 

WDR 140 dB 

Angle Adjustment Pan: 0° to 355°, tilt: 0° to 75°, rotate: 0° to 355° 

Lens 

Focal length 2.8 to 12 mm 

Aperture F1.2 

Focus Auto, semi-auto, manual 

FOV 2.8 to 12 mm, horizontal FOV 102° to 38°, vertical FOV 53.0° to 21.2°, diagonal FOV 122.2° to 45° 

Lens Mount Integrated 
IR 

IR Range Up to 30 m 

Wavelength 850 nm 

Compression Standard 
 

Video Compression  
Main stream: H.265/H.264/H.265+/H.264+ 
Sub stream/third stream/fourth stream/fifth stream/custom stream: H.265/H.264/MJPEG 

H.264 Type Baseline Profile/Main Profile/High Profile 

H.264+ Main stream support 

H.265 Type Main Profile 

H.265+ Main stream support 

Video Bit Rate 256 Kbps to 16 Mbps  

Audio Compression G.711/G.722.1/G.726/MP2L2/PCM 

Audio Bit Rate 64Kbps(G.711)/16Kbps(G.722.1)/16Kbps(G.726)/32-192Kbps(MP2L2)/128-768Kbps(PCM) 

Smart Feature-set  

Behavior Analysis Line crossing detection, intrusion detection, region entrance detection, region exiting detection, 
unattended baggage detection, object removal detection 

Exception Detection  Scene change detection, audio exception detection, defocus detection 

Statistics Counting 

Face Detection Yes 

Region of Interest Main stream/sub stream/third stream/fourth stream/fifth stream: 4 fixed regions for each stream, and 
dynamic face tracking 

Image 
Max. Resolution 2560 × 1440 

Main Stream 
50Hz: 25fps (2560 × 1440, 1920 × 1080, 1280 × 720) 
60Hz: 30fps (2560 × 1440, 1920 × 1080, 1280 × 720) 

Sub Stream 
50Hz: 25fps (704 × 576, 640 × 480) 
60Hz: 30fps (704 × 480, 640 × 480) 


