DS-2CE56D8T-(A)VPIT3Z
2 MP Ultra-Low Light VF Dome Camera

Key Features

® 2 MP high performance COMS

® Ultra-Low Light
® 1920 x 1080 resolution

® Auto focus, 2.8 mm to 12 mm motorized vari-focal lens
® 120 dBtrue WDR, 3D DNR

® EXIR 2.0, Smart IR, up to 40 m IR distance

® |P67,IK10

® Up the Coax (HIKVISION-C)
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Specification

2.0 megapixel progressive scan CMOS

PAL/NTSC

PAL: 1080p@25fps
NTSC: 1080p@30fps

1920 (H) x 1080 (V)
Color: 0.005 Lux @ (F1.2, AGC ON), O Lux with IR

PAL: 1/25 s to 1/50, 000 s
NTSC: 1/30 s to 1/50, 000 s

Max. 16 times

2.8 mm to 12 mm motorized vari-focal lens
32.1° to 103°

014

IR cut filter

Pan: 0° to 340°, Tilt:0° to 75°, Rotate: 0° to 355°
Internal synchronization

>120dB

Support

Auto/Color/BW (Black and White)
ATW/MANUAL

ON/OFF, 4 programmable privacy masks
4 programmable motion areas
WDR/BLC/OFF

Level 1 to 10

English, Chinese

Brightness, Sharpness, Mirror, Smart IR
1 HD analog output

-40 °C to 60 °C (-40 °F to 140 °F), humidity: 90% or less (non-condensation)

12 VDC +25%
-A: 12 VDC +25%, 24 VAC +25%

Max. 5.5 W
-A: Max. 7 W

IP67, 1IK10

Metal

Upto40m

Up the coax, Protocol: HIKVISION-C (TVI output)
® 145.2 mm x 124.1 mm (® 5.72" x 4.89" )
Approx. 1600 g (3.53 Ib.)



Order Models

DS-2CE56D8T-VPIT3Z, DS-2CE56D8T-AVPIT3Z

Dimension

124.1 mm (4.9")
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Accessory

DS-1273ZJ-140
Wall Mounting Bracket
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DS-12737J-1408B

Wall Mounting Bracket

HIKVISION

Headquarters

N Jianm g District
on.com

Hikvision USA Hikv

[ +1-909-895-040C( +3

Hikvision Italy
T +39-0438-69

Europe
Hikyision France

Hikvision Oceania

DS-1275ZJ-SUS
Vertical Pole Mounting Bracket

DS-12417)
In-ceiling Mounting Bracket

Hikvision Middle East
T +971-4-881608¢

Hikvision Spain
om nfo.es(@hikvision.com

Hikvision Canada
+1 _._-_. 895 _| __'_

.:.|. ales.usa@hikvision.com

Hikvision Hong Kong
T +852-2151-1761

83.5 mm (3.3')

DS-1276ZJ-SUS
Corner Mounting Bracket

DS-1271ZJ-140
Pendant Mounting Bracket

DS-1240Z)
Inclined Ceiling Mounting Bracket

Hikvision Russia Hikvision India
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Hikvision Korea
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