2.0 Mega Piksel IP Kamera
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Model AD-520D
Mega Piksel 2.0 Mega Piksel
Goriintii Sensorii 1/2.7" SC2238 NIR Sensor
Maksimum Céziiniirlilk 1920x1080
Video Sikistirma H.265/H.264
Frame Hizi 20 Fps & 1920x1080
Lens 3,6 mm 3 Mp Lens
IR Led Sayis1 12 SMD Led
Gece Goriis Mesafesi 15-20 mt.
Minimum Isik Oram Renkli: 0,1 Lux @ F1.2 / S&B: 0,01 Lux @ F1.2
Day&Night True Day&Night
Power Over Ethernet (PoE) Var (Dabhili)
Network Girisi RJ 45/10/100 Mbps
Maskeleme Var
Auto Gain Control (AGC) Var
Wide Dyn. Range (WDR) D-WDR
Digital Noise Red. (DNR) 3D-DNR < Kameranin goriis alani icinde kalan bazi alanlarin
Region Of Interest (ROT) 3 Bilge ekranda gosterimini engelleyen maskeleme ozelligi.
TG G I Var « Mekanik IR Cut Filtre ile Ger¢ek Day&Night.
TCP/1IP, ICMP, HTTP, HTTPS, FTP, DHCP, DNS, DDNS, RTP, RTSP, RTCP
Protokol PPPoE, NTP, UPnP, SMTP, SNMP, NAS, P2P, Multicast, Onvif, CGI
Onvif Var
BLC Var
Calisma Voltaji DC 12V / PoE weoiwres BN . wm e
Giig Tiiketimi 15A ﬁ Fi g v .
Calisma Sicakhg1 -20°C ~ +55°C e LA
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