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Model

Mega Piksel
Goriintii Sensorii
Maksimum Céziiniirliik
Video Sikistirma
Frame Hizi

Lens

IR Led Sayis1

Gece Goriis Mesafesi
Minimum Isik Oram
Day&Night

Ses Girisi

Power Over Ethernet (PoE)

Network Girisi
Back Light Comp. (BLC)

Auto Gain Control (AGC)

White Balance
Gain Control
SD Card Destegi
Bit-rate Orani
Onvif Destegi
Shutter Hizi

S/N Oram

Protokol

Koruma Sinifi
Calisma Voltaji
Gii¢ Tiiketimi
Calisma Sicakhgi
Ebatlar

H.265+ SERIES

/f_—\\
PoE '@ ey

Powerover Ethernet

AD-820D
2.0 Mega Piksel
1/2.9" Sony EXMOR IMX323
1920x1080
H.265+ / H.264+
30 Fps & 1920x1080
3,6 mm Mp Lens
12 SMD Led
15-20 mt.

Color: 0,1 Lux@F1.2 / 0,01 Lux@fl1.2
True Day&Night
Harici
Dahili
RJ 45/10/100 Mbps
Auto / Manual
Auto / Manual
Auto / Manual
Auto / Manual
128 GB
32 Kbps ~ 8192 Kbps, VBR/CBR Destekler
Var
1/25 ~1/100.000sn
50dB

TCP/IP, HTTP, FTP, DHCP, DDNS, RTCP, PPPoE, NTP, UPnP, SMTP, SNMP

IP 66
DC 12V / PoE
1,5A
-20°C ~ +55°C
9105 mm x 63 mm

2.0 Mega Piksel IP Kamera

AGC: Off

< Uygun network cihaz kullanarak ethernet kablosu
iizerinden goriintii ve enerji saglayan PoE 6zelligi.

< Kameramin baktig1 yerdeki beyaz alanlarin kalitesine
gore renk ayarimi otomatik yapan AWB ozellig

<+ Mekanik IR Cut Filtre ile Gercek Day&Night.
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H-265 o7 Resttime Outdoor DC 12V
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