
Image Sensor 1/2.8"SONY Starvis Back-illuminated CMOS sensor

Effective Pixels 2560(H) x 1920(V)

IR Distance Smart IR up to 200m

IR On/Off Control Auto

IR LEDs ￠42 x 8PCS IR LEDS + 4PCS LED Laser

Focal Length 4.6~165mm

Optical Zoom 36x

Focus Control Auto/Manual

Pan/Tilt Range Pan: 0° ~ 360° endless, Tilt: -10° ~ 90°

Horizontal Rotation Speed 200° /s

Presets 220

Compression H.265, H.264, MJPEG

Streaming Capability 3 Streams

Ethernet RJ-45 (10/100Base-T)

Protocols: TCP/IP, HTTP, FTP, RTSP, UPnP, DNS, NTP, RTP, UDP, IGMP,P2P, ONVIF

Streaming Method Main Stream / Sub Stream / MJPEG

Edge Storage Micro SD card 128GB

Web Viewer <IE11, Chrome, Firefox

Smart Phone IOS, Android

Power Supply DC12V/4A (PoE optional)

Power Consumption Less than 60W

Operating Temperature Working Temperature:-40°C ~ 60°C 

Strorage Conditions Less than 90% RH

Ingress Protection IP66

Casing Metal

Dimensions Φ330x330x520mm

Net Weight 13.7Kg
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Dynacom NHQ536IR
5MP 36x Network Speed Dome Camera

• 1/2.8"SONY Starvis Back-illuminated CMOS sensor

• 36X Optical Zoom, 4.6 ~ 165mm

• 5MP(2560×1920)

• Multiple Streams H.264/H.265 

• Day&Night Mode

• IR Range 200m

• Outdoor IP66
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