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* All product specifications are subject to change without notice

*   Models vary in different countries. Please visit EverFocus regional websites for detailed ordering information

* Lens models and availbility vaey in different regions

Features Specifications

Dimensions

NVR8004X
4CH / 8CH / 16CH Tower NVR with 4 HDD Bays

•  Linux embedded – free from PC crash and virus attack
•  Support EverFocus of IP cameras and ONVIF IP 
cameras

•  Support mobile client - iOS, Android.
•  Support megapixel camera recording and H.264 
compression format

•  Server-client architecture
•  Support Multi Web-browser (IE7 and later versions, 
Chrome, Safari, Firefox)

•  Online GUI schedule recording.
•  Playback system with intelligent search
•  4-bays hot swap data HDD (up to 12 TB storage 
capacity)

•  Dual Gigabit LAN ports
•  Dual video streams
•  Multiple languages

Model Name NVR8004X-04 NVR8004X-08 NVR8004X-16
Number of Channels 4 8 16
Playback Channels 4 8 16
Number of Drives 4xSATA II
Max Storage 12TB
OS Embedded Linux
RAID Level N/A
I/O Interface 4 (2xUSB 2.0 ; 2xUSB 3.0)
Recording Format MPEG-4,M-JPEG, H.264 (depends on IP camera)

Recording Performance

Support 1.3M, 2M, 3M and above IP cameras.
General performance around 480fps at 2M pixel 

(Up to 4M per channel)
Total bit rate: 100Mbps

Recording Type Continuous record, record by schedule, event trigger record

Remote Live View Control Live view, preset/go, PTZ, snapshot, multi-view, digital PTZ, 
bandwidth monitoring

Audio & Video Recording Synchronized Audio and video recording

Supported Language English, Simplified/Traditional Chinese, German, Japanese, French, 
Russian, Spanish/ Portuguese , Dutch.

LAN Speed 10/100/1000 Mbps (RJ45 x2)

Supported IP Camera(s): EAN3120, EAN3220, EAN3300, EDN3160, EDN3260, EDN3340…
EPN4122, EPN4220

ONVIF ONVIF 2.0, Profile S  

Power Source DC 19VDC , 4.74A

Power Consumption 90W Max.

Temperature 0°C~40°C / 32°F~104°F

Working Humidity  Operating: 20%~80% non-condensing

Dimensions (H x W x D) 140mm x 183mm x 219mm / 5.51” x 7.2” x 8.62” 

Weight (Without HDD) 2.97kg/6.55lbs

Certificates

Remote Client System Minimum Requirement
OS Windows XP (32-bit) / Win7 (32 and 64-bit)
CPU Intel Core 2 Duo, 2.6GHz
RAM 2GB

VGA AGP or PCI-Express, 800 x 600 (1280 x 1024 recommended), 
32-bit color

LAN Speed 10/100/1000 Mbps (RJ45)

Web browser
1. Internet Explorer 7, 8, 9,10

2. Chrome   
3. Safari  ; Firefox 

Other Remote Application 1. Power Video Plus (Windows AP)
2. MobileFocus for iOS, Android

Dual 
Network

Ports Supports
iOS/Android100M bps


