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Dimensions Dimensions

Accessories Accessories

DS-2CD753F-E(I)    2MP Network Dome Camera

Camera

Min. illumination

Lens

Lens mount 14

Auto iris DC drive

Angle adjustment

Day & night

Compression Standard

Video compression 

Bit rate

Audio compression G.711

Dual stream

Image

Max. image resolution 1600 x 1200

Network 

Network storage

Alarm trigger

Interface

Audio input

Audio output

Communication interface

Alarm input 2 

Alarm output 2

Video output

Local storage

Reset button

General

Dimensions

Weight

1/3”

CMOS

CMOS HD Video

Unit: mm

Camera

Min. illumination

Lens

Lens mount 14

Auto iris DC drive

Angle Adjustment

Day & Night

Wide dynamic range 120 dB

Compression standard

Video compression 

Bit rate

Audio compression G.711

Dual stream

Image

Max. image resolution 1280 x 960

Network 

Network storage

Alarm trigger

Interface

Audio input

Audio output

Communication interface

Alarm input 2

Alarm output 2

Video output

Local storage

Reset button

General

Dimensions

Weight

Unit: mm

HD Video

WDR

Low Light

CMOS

CMOS

1/3”

Megapixel

MP Camera

1.3

IRVari-Focal

3D

DS-2CD764FWD-E(I)      1.3MP WDR Network Dome Camera


