
 

   

 
 
    
 High quality 1/4" CCD, with clear image and natural color 

 Three simultaneous video streams; dual-stream H.264/M-JPEG 

encoding 

 ONVIF-compliant 

 Privacy mask and motion detection 

 Multiple ways to handle alarms, such as sending an email, FTP 

uploading etc. 

 Support multi-user access and parameters configuration via Web 

Server 

 Compatible with Infinova V2216 Network Video Management 

Software, and integrated easily with other softwares 

 360° continuous pan travel, and preset speed up to 350°/s  

 Support zoom area 

 254 presets, 4 patterns, 4 autopans, 6 intelligent tours  

 Auto flip, autoscan and home position  

 High precision metal housing, IP66 rating, waterproof and 

dustproof (only refer to outdoor) 

 

 
 
For complete part numbering information, kindly refer to the part 
number guide. 
 
Accessories 
 
V1761MS Wall mount, 6" horizontal 
V1762MS Corner mount, 6" horizontal  
V1763MS Pole side, 6" horizontal 
V1764  Indoor pendant, 15" long vertical 
V1764A Outdoor pendant, 15" long vertical,  

side opening for wiring 
V1764B Outdoor pendant, 15" long vertical,  

top opening for wiring 
 
For detailed information, refer to V1760 series indoor dome mounts. 

 

 

 

Wall Mount       Corner Mount          Pole Mount       

Pendant Mount                     Recessed Mount      Surface Mount
 

 

 

 

 
 
 
Infinova’s V1730N–N series IP mini PTZ dome is compact and light 
weight with an inner stepping motor, slip ring, rotation bearing, timing 
PCB and transmission gear. V1730N-N series IP mini domes adopt 10X 
optical zoom camera integrated with high performance functions. 
 
Infinova’s V1730N–N series IP mini PTZ domes deploy advanced video 
encoding technology, both H.264 and M-JPEG formats are available, 
and support three video streams to ensure the users’ flexible selection. 
Not only support high efficient network environment, the domes also 
can provide high reliability for surveillance application. It also features 
programmable motion detection and complies with ONVIF. 
 
 
 
 

 
 

(Unit: inch, in the parentheses is mm) 

 

V1730N-N Series  

IP PTZ Indoor/Outdoor Mini Domes  

       

Mounting 

Description

                    
                

Ordering Information 

Features 

Dimensions



 
 

 

Optical Zoom 10X  
General 

Digital Zoom 12X 

Programmable Presets 254 

Programmable Patterns 4 

Addresses 1~254 

Programmable Areas 16 

Tours 6 

Home Position Yes 

Autoscan Yes 

Spherical Privacy Zones 24 

Video Blanking Sectors 16 

Motion Detection 4 motion detection areas 

Operation 

Protocols INFINOVA, PELCO-P/D protocols self-adaptive 

Video Compression H.264 / M-JPEG 

Output Bit Rate 
Variable bit rate (vbr);  

Constant bit rate (cbr): 256Kbps~3Mbps  

Frame Rate (maximum) NTSC: 30fps; PAL: 25fps 

Maximum Resolution 4CIF @ H.264/M-JPEG 

Major stream: NTSC: 4CIF(704×480)/2CIF(704×240)/CIF(352×240)/QCIF(176×120);  

PAL:  4CIF(704×576)/2CIF(704×288)/CIF(352×288)/QCIF(176×144) 
Optional Resolution 

Minor stream: NTSC: CIF(352×240)/QCIF(176×120);  

PAL:  CIF(352×288)/QCIF(176×144) 

Video 

Network Protocol TCP/IP, HTTP, ICMP, IGMP, UDP, SMTP, RTP, RTSP, SNMP, ARP 

Manual Pan Speed 1° ~ 240° per second 

Manual Tilt Speed 1° ~ 100° per second 

Max. Preset Speed 350° per second 

Pan Travel 360° continuous 

Preset Accuracy ± 0.3°  

Motor Stepping motor 

Mounting Bracket, Ceiling and Surface 

Product Dimension (HxD) 

Bracket (indoor): 7.22"×Φ5.91" (183.5mm×Φ150mm);  

Bracket (outdoor): 7.87"×Φ6.69" (200mm×Φ170mm)； 

Ceiling: 6.40"×Φ7.17" (162.5mm×Φ182mm);  

Surface: 6.48"×Φ5.91" (164.5mm×Φ150mm) 

Box Dimension (L×W×H) 8.66"×8.66"×11.22" (220mm×220mm×285mm) 

Product Weight 
Bracket indoor: 3.46lbs (1.57kg); Bracket outdoor: 3.86lbs (1.75kg); 

Ceiling: 3.86lbs (1.75kg); Surface: 4.23lbs (1.92kg) 

Mechanical 

Shipping Weight 
Bracket indoor: 4.63lbs (2.1kg); Bracket outdoor: 5.07lbs (2.3kg); 

Ceiling: 5.07lbs (2.3kg); Surface: 5.51lbs (2.5kg) 

Power Supply  12VDC or 24 VAC / 24 VDC self- adaptive 

Electrical 
Power Consumption 

Indoor: 12VDC: 10W; 24VDC: 16W; 24VAC: 19W 

Outdoor: 24VDC: 27W (w/heater); 24VAC: 40W (w/heater) 

Operating Temperature Indoor: 14°F~104°F (-10°C~40°C); Outdoor:-40°F~122°F (-40°C~50°C) (w/heater) 
Environmental 

Operating Humidity 0~90%RH (non-condensing) 

Certifications 
CE/EMC: EN 55022, EN 55024, EN 61000-3-2, EN 61000-3-3, (Certificate No: BCT11CC-0292E); 
FCC: Part15 Subpart B (Certificate No: BCT11CC-0293E);ISO 9001:2008; UL 

 

Specifications 



 
 
 

Type Bubble Model (NTSC) Model (PAL) 

Vandal-Resistant Clear V1731N-N0C3B3 V1731N-N1C3B3 Bracket Mount Camera 
24VAC / 24VDC, Indoor Vandal-Resistant Smoked V1731N-N0S3B3 V1731N-N1S3B3 

Vandal-Resistant Clear V1731N-N0C3C3 V1731N-N1C3C3 Ceiling Mount Camera 
24VAC / 24VDC, Indoor Vandal-Resistant Smoked V1731N-N0S3C3 V1731N-N1S3C3 

Vandal-Resistant Clear V1731N-N0C3S3 V1731N-N1C3S3 Surface Mount Camera 
24VAC / 24VDC, Indoor Vandal-Resistant Smoked V1731N-N0S3S3 V1731N-N1S3S3 

Vandal-Resistant Clear V1731N-N0C3B5 V1731N-N1C3B5 Bracket Mount Camera 
12VDC, Indoor Vandal-Resistant Smoked V1731N-N0S3B5 V1731N-N1S3B5 

Vandal-Resistant Clear V1731N-N0C3C5 V1731N-N1C3C5 Ceiling Mount Camera 
12VDC, Indoor Vandal-Resistant Smoked V1731N-N0S3C5 V1731N-N1S3C5 

Vandal-Resistant Clear V1731N-N0C3S5 V1731N-N1C3S5 Surface Mount Camera 
12VDC, Indoor Vandal-Resistant Smoked V1731N-N0S3S5 V1731N-N1S3S5 

Vandal-Resistant Clear V1732N-N0C3B3 V1732N-N1C3B3 Bracket Mount Camera 
24VAC / 24VDC, Outdoor Vandal-Resistant Smoked V1732N-N0S3B3 V1732N-N1S3B3 

Vandal-Resistant Clear V1732N-N0C3S3 V1732N-N1C3S3 Surface Mount Camera 
24VAC / 24VDC, Outdoor Vandal-Resistant Smoked V1732N-N0S3S3 V1732N-N1S3S3 

 
 
 
 

 

Function Specifications 

Image Sensor SONY 1/4-type EXview HAD CCD 
CCD 

Resolution PAL/440K: 752×582; NTSC/380K: 768×494 

Aperture/Focal Length F1.8 to F2.9, f=4.2mm (wide) to 42.0mm (Tele) 

Focus Range 0.2m (Wide)~1m (Tele) Optical 

Angle of View 46.0° (Wide) ~ 4.6° (Tele) 

Horizontal 530 TVL 

S/N Ratio 50 dB 

Sensitivity 1.0 lux (typical) (F1.8, NTSC: 1/60s, PAL: 1/50s) 

White Balance AUTO, ATW, INDOOR, OUTDOOR, MANU 

Backlight Compensation ON/OFF 

Shutter Speed NTSC: 1/4~1/10,000s; PAL: 1/3~1/10,000s 

Digital Slow Shutter ON/OFF 

External Control VISCA (TTL signal level) 

Focus AUTO / MANU/ M/A 

Image Freeze ON/OFF 

Function 

Sync System Internal 
 

PTZ Dome Camera Part Numbering 

Camera Parameters 


