
 

   

 
 
 
 

 SD (standard definition )MPEG-4/H.264 video decoding, with 

D1/2CIF/CIF available 

 1 analog output port 

 PAL/NTSC self-adaptive 

 Support TCP/IP, HTTP, SNMP, UDP, NTP, etc. 

 Configure system parameters via Web server or V2216 

 G.711 audio compression arithmetic  

 Remote update via network 

 Multiple users access simultaneously 

 Multilevel user password protection to prevent unauthorized 

operation 

 

 

 

 
V2521-N1D0 IP video decoder module, MPEG-4/H.264, 1 video 

output, D1 resolution, PoE/12VDC/24VAC 
V2521-N1D IP video decoder card, MPEG-4/H.264, 1 video 

output, D1 resolution 
N3913-17S 19" chassis, single power supply, 17 slots, no power 

supply 
N3913-17S1 19" chassis, single power supply, 17 slots, power 

supply included 
N3913-14R 19" chassis, double power supply, 14 slots, no power 

supply 
N3913-14R1 19" chassis double power supply, 14 slots, power 

supplies included 
N3923-135W 135W power supply 
N3910-000  Fan 
 

 
COMPATIBLE VIDEO ENCODERS 
V2511-N series 
 
Note: Please order a fan for the N3913-17S Chassis if more than 7 
cards are used and one for N3913-14R Chassis if more than 6 cards 
are used. 
 

 

 

 

 

 
 
 
 
 

 
 
 
 
 
 

  

 
 
 
 
 
 
 
 
The Infinova V2521-N Series IP Video Decoders/Decoding Cards 
use powerful digital signal processing technology to provide 
real-time MPEG-4/H.264 decoding and authentic video restoration. 
 
The Infinova V2521-N Series IP Video Decoders/Decoding Cards 
feature powerful remote control capability of network. Web server or 
client software can be used to configure video decoder’s IP 
address, subnet mask, gateway, and video decoding parameters. 
Multilevel user password protection is provided to ensure system 
security. 
 
The V2521-N Series standalone IP video decoder is designed in 
single card with separate power supply, featuring in compact size, 
light weight, low power consumption and low heat generation.  
 
The N3913 series chassis is designed with multiple slots, and 
supports plug and play. A single chassis can accommodate 17 
decoding cards at the most.  

 

 

V2521-N Series  
IP Video Decoder 

      

                    

Ordering Information 

Features 

Description



 

 
 
 
V2521-N Standalone Module  
Front Panel 
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Rear Panel 
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V2521-N Rack Style 
Front Panel 
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Rear Panel 
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① Ethernet port & Network status indicator 

② Reserved 

③ Reserved 

④ Reset button 

⑤ Power indicator 

⑥ System status indicator 

⑦ Video output status indicator  
 
 
 
 
 
 

① Video output port 

② Reserved 

③ Audio output port 

④ RS422 control signal port 

⑤ Power Interface 
 
 
 
 
 
 
 
 
 

① Power supply  

② Ethernet port & Network status indicator 

③ Reserved 

④ Reserved 

⑤ Reset button 

⑥ Power status indicator 

⑦ System status indicator 

⑧ Video output status indicator 
 
 
 
 
 
 

① Video output port 

 ②  RS-422 control signal port 
 
 

Panel Diagram 



 
 
 

Video Decoding MPEG-4/H.264 

Video Output: 
Single card supports 1 channel MPEG-4, or 1 channel H.264  

BNC (1.0 Vp-p, 75 Ohm)   

Resolution Mode: D1/2CIF/CIF 

Video System: PAL/NTSC, self-adaptive 

Output Resolution (PAL) 720×576(D1), 704×288(2CIF), 352×288(CIF) 

Output Resolution (NTSC) 720×480(D1), 704×240(2CIF), 352×240(CIF) 

Maximum Frame Rate 25fps(PAL) / 30fps(NTSC) 

Network Port RJ-45, 10M/100M Base-T self-adaptive 

Network Protocol: TCP/IP, HTTP, SNMP, UDP, NTP, etc. 

Control Port 1, RS422 

Power 
Standalone module: 12VDC/24VAC/ PoE (IEEE 802.3af Class 2) 

Rack-style: 110VAC~230VAC 

Power Consumption(Single Decoder Card) 

PoE: ＜6.2W; 

12VDC: ＜5.2W; 

24VAC: ＜5W 

Operating Temperature 14°F~122°F (-10°C~50°C) 

Humidity 10%~ 90%RH (non-condensing) 

Mechanical (V2521-N standalone module) 

Product Size (H×W×D) 6.22"×0.94"×9.17" (158mm×24mm×233mm) 

Package Size (L×W×H) 12.20"×9.49"×2.99" (310mm×241mm×76mm) 

Net weight: 1.54 lbs (0.70 kg) 

Shipping weight 3.20 lbs (1.45 kg) 

Mechanical (V2521-N rack style): 

Chassis Size 3U standard 

Net Weight 
single power chassis: 15.65 lbs (7.1 kg) 

double power chassis: 14.99 lbs (6.8 kg) 

Mounting 19" EIA standard rack mount 

Package Size (L×W×H) 20.47"×15.75"×9.84" (520mm×400mm×250mm) 

Compliance 
CE/FCC 

ISO 9001:2008 
 
 
 
 
 

 

Specifications 


