
SpecificationS

Outdoor 1.3 Megapixel HD 65' 
IR Varifocal Network IP Dome
Delivers true HD video resolution 
and features remote viewing

Features
• true HD  video up to 1280 x 1024 (720p) @ 30 fps
• H.264/MJPeG dual codecs 
• 2.8-10mm varifocal lens
• enhanced imaging with 2D + 3D DNr and WDr
• true day/night (ICr) to capture sharp, 

detailed images day and night
• Dynamic profile streaming for up to 7 customizable 

video streams that utilize region of interest 
capabilities for increased bandwidth efficiency

• LG Ipsolute mobile app (android + iOs) available
• Poe (Power over ethernet)/Dual voltage 

12Vdc/24 Vac @ 9.9W
• IP66 weather rated
• Micro sD card slot for on-board storage 

(Micro sD card not included)

Camera Image sensor 6.08 mm (1/3 type) CMOs

Lens 2.8-10 mm F1.2
resolution up to 1280 x 1024
Min. Illumination Color : 0.3 Lux @ F1.2 

B/W : 0 Lux @ Ir LeD on
Day / Night ICr (auto / Day / Night)
WDr 80 dB
Ir LeDs 19 ea
Ir Distance 20 m
Focus Manual
Image enhancement Backlight Compensation / 2D+3D 

DNr / exposure Control / sens-up 
Control / aGC / White Balance / 
Privacy Masking / eIs / sharpness / 
Digital Zoom / scene mode

Video audio Video Compression H.264 (High profile supported) / 
MJPeG

Frame rate 30 fps @ 1280 x 1024
Multi-streaming Dynamic Profile (up to 7)
rOI streaming Yes
Open Protocol ONVIF 2.2 Profile s, PsIa 1.1
audio Compression G.711, G.726
two-way audio Yes

event Motion Detection Yes

event Notification relay Out, email, FtP
Pre/Post event Buffering 5 / 5 seconds
Video analytics Intelligent Motion Detection, trip Zone, 

Object Counting, streaming Metadata

Interface Video In / Out 1 rCa Out

audio In / Out 1 In / 1 Out
alarm In / Out 1 In / 1 Out
sD slot Micro sD

Network ethernet rJ-45 10/100 Base-t

security Password Protection, HttPs (ssL, 
tLs)

Protocol IPv4/6 - tCP/IP, uDP, HttP, HttPs, 
rtP, rtsP, DHCP, ICMP 
IPv4 - FtP, sMtP, NtP, arP, sNMPv1/
v2c/v3, DDNs(LG)

Web Viewer Microsoft Internet explorer above the 
version 7.0 and below the version 9.0

Video Management software LG Ipsolute VMs suite, Mobile 
application (iPhone, iPad, android)

Connections up to 10

General
Power source Poe / DC12V
Power Consumption 8W / 7W
Operating temperature / 
Humidity

-10°C ~ 50°C / 0% ~ 80%rH

standard approvals uL, FCC, Ce, KCC, Gong-an
Color / Material White / aluminum
Ingress Protection Vandal-proof, IP66
Dome Cover Clear type
3-axis Yes
Dimension (Ø x H) Ø140 x 122 mm
Weight 930 g
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