
SpecificationS

LRH7080D-NH

8-Channel Megapixel 
Hybrid DVR 
features 8 channels total 
including up to 2 ip channels

featureS
•	 8 channels (including up to 2 ip channels)
•	 real-time video recording @ D1 resolution
•	 Multiple recording resolutions (D1, Half D1, cif)
•	 H.264 video compression for small file size
•	 2-way audio support
•	 time and date synchronization from ntp server
•	 Multiplex (Live/playback, recording, Backup, networking)
•	 automatic backup by schedule
•	 System health check (HDD, fan)
•	 up to 6 Sata HDDs for 12tB of storage
•	 Monitor via mobile app (android/iphone)
•	 Dynamic ip support for DDnS/DHcp
•	 atM/poS linking

Video input analog camera 8
ip camera 4cif camera 8ea

•  Analog-IP Switch condition
  -  Basic : analog 8ch + ip 

8ch/4cif
  -  Minimum analog Video 

input : 4ea
  -  ip camera input : (Min) 

8ea/4cif, (Max) 12ea/4cif
• Max. Resolution
  -  up-to 3Megapixel

output Loop through 8
composite 1
VGa | HDMi 1 | 1
Spot composite 1, HDMi 1

audio input 8
output 2 (Live/playback, two-way audio)

alarm input 8
output 2
alarm notification  
to remote pc

Yes

recording frame rate (/sec) ntSc 240 fps @ cif
240 fps @ 2cif
240 fps @ 4cif

paL 200 fps @ cif
200 fps @ 2cif
200 fps @ 4cif

Quality Level 5 Levels
recording Mode continuous / alarm / Motion / 

instant / panic / text

Search playback function ff / fB / frame advance / Go to 
first / Go to Last

Search Mode calendar, Date/time, event 
(Motion, alarm), Bookmark, text

Display resolution 1,024x768 / 1,280 x 720 / 1,280 
x 1,024 / 1,920 x 1,080

Division Mode 1, 4, 1+5, 1+7, 9, 16

Storage internal HDD interface type Sata
Max. capacity 6 HDDs (up to 2tB per HDD)

external HDD interface type e-Sata
Max. capacity unlimited

internal oDD Yes

Backup Backup interface 3 x uSB 2.0 / 1 x e-Sata / 
network (export only)

Supportable Device internal oDD / uSB HDD / 
e-Sata HDD / uSB Memory / 
remote S/W (export only)

Serial i/f ptZ control rS-485 (x2)
atM / poS rS-232c (D-SuB9)

network network connection 10/100/1,000 ethernet 2ea
network transmission 
Speed

ntSc | paL up to 120fps/cif | up to 
100fps/cif

ntp (network time 
protocol)

Yes

Bandwidth control Yes

Security user Level 
Management

Yes

Data integrity check 
(Watermark)

Yes

power Source ac free 100 ~ 240V, 50/60Hz

operating temperature 
/ Humidity

0ºc ~ 40ºc / 0% ~ 80%rH

Weight (w/o HDD) 21.14 lbs

Dimension (W x D x H) 17.3 x 17.8 x 4.5 inches
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