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Model

Mega Piksel

Goriintii Sensorii
Maksimum Céziiniirliik
Video Sikistirma

Frame Hizi

Lens

Goriis Acisi

IR Led Sayis1

Gece Goriis Mesafesi
Minimum Isik Orani
Day&Night

Wide Dyn. Range (WDR)
Gelismis islevler
Max Ara¢ Hiz1

Ses Sikistirma
SIP/VoIP Destegi
Olay Tetiklemeler
Etkinlik islevleri
Goriintii Ayarlari
Shutter Hizi

Video Bit Rate
Ethernet Girisi
Network Depolama
SD Card Destegi
Onvif

Protokoller

Audio I/O
Alarm 1I/O
Koruma Sinifi
Giic Kaynag
Giic Tiiketimi
Ebatlar
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MS-C2962-RFLPB

2MP LPR H.265 Motorize Pro Bullet Network Kamera
1/2.8" Progressive Scan CMOS
1920 x 1080
H.265+/ H.265(HEVC) / H.264+ / H.264 /| MJPEG

120fps(1920x1080)(Optional for Q Series), 60fps(1920x1080),
60fps(1280x960), 60fps(1280x720), 60fps(704x576)

3-10,5 mm Motorize Lens @ F1.4 P-Iris (Opsiyonel)
H93° ~H33°/D107° ~D38° / V52° ~ V18°
4 Array Led
60 mt.
Color: 0,002 Lux@F1.2 / B&W: 0 Lux (IR Led Acik)
True Day&Night (ICR)
Super WDR up to140 dB
3D-DNR, BLC, HLC, ROI, Maskeleme, WB, EIS, Anti-fog, IP Adres Filtreleme
120Km/h
G.711/AAC
Var, Voice & Video-over-1P
S&B Liste, Hareket Algilama, Network Kaybi, Harici Giris, Ses Alarm
FTP Upload, SMTP Upload, SD Kayit, Harici Cikis, SIP Phone, HTTP Bildirim
Saturation/Brightness/Contrast/Sharpness
1~1/100.000 sn.
16 Kbps ~ 16 Mbps (CBR/VBR)
1 Adet RJ 45 10/100M
NAS (NFS, SMB/CIFS Destekler)
Var (256 GB)
Profile S&G
IPv4/1Pv6, TCP, UDP, RTP, RTSP, RTCP, HTTP, HTTPS, DNS, DDNS, DHCP, FTP,
NTP, SMTP, UPnP, SIP, SNMP, PPPoE, VLAN, 802.1x, QoS, IGMP, ICMP, SSL
11
11
1P 67
PoE(802.3af)/DC 12V+10%
6W MAX, 10.5W MAX(With IR on)
134mmX126mmX285mm

2.0 Mp LPR Motorize Pro IR Bullet IP
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