TRA-6424-16HD

24 Kanal AHD Kayit Cihazi

Teknik Ozellikleri

Sistem

islemci Hi 3521

Video

Video codec H.264

Sifreleme 24*1080P@12fps

Sifre Cézme 8*1080P@12fps

Coklu Giris Analog: 24*960P ; 16*960P; 16*720P;
Hybrid: - 4*960P (Analog) +4*720P (Network)
Network: 1%1080P+8%720P; 4*1080P; 20¥960H

Ses

P2P Ses Sikistirma G.711A
TR Cift yonli ses iletimi Destekler

Kayit ve Onizleme

~ . . K M . . . .

Ozel | i kl eri “a)’lt odu Manual>alarm>motion detection>timing
Onizleme Kanal 8 Kanal

*HD DVR ugu bir arada: DVR/HVR/NVR Depolama ve yedekleme
Kull uresi - 20~ U

* 24 Kanal BNC, 16 Kanal Ses ullanim Stiresi 1080P: 20~30GUn/ day*channel

960H :12~20GUn/ day*channel

*1 Adet HDMI, 1 Adet VGA cikisi 720P: ~20Giin/ day*channel

* 8 Kanal Playback Ses:691.2M/ day*channel
Yedekleme Modu Network backup, USB HDD, USB writer, SATA writer

* Akill telefon destegi Arayiiz

.. Vi Girisi

* 4 Adet 6 TB HDD (24TB) destedi ideo Giris 24BNC
Video Cikisi 1 kanal VGA, 1kanal HDMI
Ses Girisi 16 kanal RCA
Ses Cikisi 1 kanal RCA

Boyutlar (mm) R .
Alarm Cikist 4

1 Audio &1 Talk4 Audio & 1 Talk THDMI 1VGA 1TV(BNC)1 Spot Network Girigi RJ45 10M/100M /1000M Adaptive Ethernet port

@] I — E @1 PTZ Kontrol RS485; support multiple PTZ protocols
U 16 Kamera / UsB 2 USB ports
Speed Dome ‘ T T T T PTZ Control| =
Hard disk 4 SATA girisi (4 HDD x 6 TB)
‘Audioomput‘ Audio Input ‘Videolnpm Video Output RS485 Wilcls 3G. WIFl(expand via USB)

Diger
Gii 12V/4A
Ebatlar 1,5U, 440mm (uzunulugu)* 401mm(genisligi)* 60mm(ytiksekligi)

Alarm Input
/ Output
roltag]
L R
16 3 Lighting / USBDevice/ Remote  eSATA CMS: Web Mobile Network
Sensor Siren Mouse Control  Device DSS/PSS Client Phone Keyboard
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