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H.265+ SERIES P& E

1920x108

Model SP V822BM-FF
Mega Piksel 2.0 Mega Piksel s TCP/IP, HTTP, IGMP, ICMP, DHCP, RTP/RTSP, DNS,
Goriintii Sensorii 1/2.8" Progressive Scan CMOS DDNS, FTP, NTP, PPPOE, UPNP, SMTP
Maksimum Céziiniirlilk 1920x1080 Anti-fog On/Off
Video Sikighrma H.265+, H.2.65 Main Profile/H.264 High Profile Onvif Var
H.264 Main Profile/H.264 BaseLine Profile Network Girisi RJ 45/10/100 Mbps
Frame Hizx Main Stream: 1920x1080@?25/30fps ~ Sub Stream:704x576@25/30fps RS 485 Var
Lens 2,8-12 mm Mp Motorize Lens Shutter Hiz1 1/25 sn ~ 1/10.000 sn
IR Led Sayis1 Smart IR Koruma Simifi IP 67
Gece Goriis Mesafesi 45-50 mt. Calisma Voltaji DC 12V / PoE
Minimum Isik Orani Color: 0,01 Lux @ F1.2 /0 Lux @ F1.2 (IR Led Acik) Cahsma Sicakligy -40°C ~+65°C
Yiiz algilama, Sinir ihlali, Bolge ihlali, Ebatlar 264,91 x 102.54 x 87,4 mm
Akill Analiz Destegi Fazla Obje, Eksik obje, Cit ihlali, Ters Yon Algilama,
Oyalanma Algilama, Yogunluk Algilama, Kisi sayma
BNC Cikisi Var WDR: On - WDR: Off . DN: On DNR;ff
Network Girisi 1 Adet RJ 45 10/100M i
Video Bit Rate 32 Kbps ~ 8 Mbps
Ses Giris / Cikis 11
Alarm Giris / Cikis 11
Ses Sikistirma Format AL ACar AL L < Kameranin goriis alami icinde kalan bazi alanlarin ekranda gosterimini engelleyen
SD Card Destegi 128 GB maskeleme ozelligi.
Power Over Ethernet (PoE) Dabhili
Maskeleme 4 Bolge < [P 67 koruma sinifi sayesinde dis ortamlarda mevsim sartlarindan etkilenmeksizin
Back Light Comp. (BLC) Var galismaya devam eder.
Wide Dyn. Range (WDR) D-WDR <+ Mekanik IR Cut Filtre ile Ger¢ek Day&Night.
Digital Noise Red. (DNR) 2D-DNR /3D-DNR
Region Of Interest (ROI Var ; -
Ha%‘eket Algilama (oD Var E'E'-ﬁ & K@ﬂ& 7ﬁ ‘
H-265+ 27 fetme outdoor DC 12v
Koridor Modu Destegi Var
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