TECNOSEC

IP-OFW4200SP-0360-B

Color €2

Eco-Savvy

Genel Ozellikler
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* 1/3” 2 Megapiksel prograsif tarama Exmor CMOS

* H.264 & MJPEG dual-stream kodlama

* 25/30fps @ 1080P (1920 x 1080)

* DWDR, Gece/Giindiiz (ICR), 3DNR, AWB, AGC, BLC

* Coklu Network izleme: Web gériintiieyici, CMS (DSS/PSS) & DMSS

¢ 3.6mm Sabit Lens (istege bagli 6mm, 8mm)
* Maks. IR LED Gériis Mesafesi: 30M
* P66, PoE
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2 Megapixel Full HD [P Mini [R-Bullet Kamera

Teknik Ozellikler

Model IP-OFW4200SP-0360-B

Kamera

Goriintli Sensori 1/3" 2 Megapiksel prograsif tarama Exmor CMOS
Efektif Piksel 1920 (H) x1080 (V)

Tarama Sistemi Progresif (Kademeli) Tarama

Elektronik Shutter Hizi Otomatik / Manuel, 1/3(4) ~ 1/10000s

Min. Aydinlatma Renkli: 0.1 Lux/F1.2, S/B: 0.01 Lux/F1.2, 0 Lux/F1.2 (IR Agik)
SIN Orani 50 dB den gok

Video Cikig N/A

Kamera Ozellikleri

Maks. Goriis Mesafesi 30M

Gece/Glindiiz Otomatik (ICR) / Renkli / S/B

Arka Isik Tanzimi BLC /HLC /DWDR

Beyaz Dengesi Otomatik/Manuel

Kazang Kontroli Otomatik/Manuel

Parazit Azaltma 3D

Ozel Alan Maskeleme 4 Alana Kadar

Lens

Odak Uzunlugu 3.6mm (istege bagh 6mm, 8mm)
Maks. Aralik F1.6

Odak Kontroli Manuel

Gorls Agis! H: 87.8° (53.5°/39.5°)

Lens Tipi Sabit Lens

Montaj Tipi Board Tipi

Video

Sikistirma Formati H.264 | MUPEG

1080P (1920x1080) / 720P (1280x720) / D1

Gzl (704x576/704x480) /| CIF (352x288/352x240)
Frame Oran; A2 AKIm 1080P/720P (1 ~ 25/30fps)
Alt Akim D1/CIF (1 ~ 25/30fps)

Bit Orani H.264: 32K ~ 8192Kbps

Ses

Sikigtirma Arayiizii ‘ N/A

Network

Ethernet RJ-45 (10/100Base-T)

Wi-Fi N/A
IPv4/IPv6, HTTP, HTTPS, SSL, TCP/IP, UDP, UPnP, ICMP,

Protokoller IGMP, SNMP, RTSP, RTP, SMTP, NTP, DHCP, DNS, PPPOE,
DDNS, FTP, IP Filtresi, QoS, Bonjour, GB28181

ONVIF ONVIF Profil S

Maks. Kullnici Girigi

20 Kullanic

Akilli Telefon Destegi

i-Phone, i-Pad, Android, Windows Phone

Yardimci Arabirim

Bellek Yuvasi N/A
RS485 N/A
Alarm N/A
PIR Sensor Mesafesi N/A

Genel

Glig DC12V, PoE (802.3af)

Gl Tiketimi <5W

Galisma Ortami -20 °C ~ +60 °C, <95% RH
Koruma Sertifikasi IP66

Darbeye Dayaniklilik N/A

Boyutlar 70mm x 66mm x 160mm
Agirlik 0,5kg




