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TECHNOLOGY

4MP HDCVI IR Bullet Kamera

Teknik Ozellikler

Genel Ozellikler

Maks. 30fps@4MP
Dahili mikrofon
HD ve SD cikis degistirilebilir

2.8mm Sabit Lens (3.6mm, 6mm, 8mm

opsiyonel)

Maks. IR uzunlugu 80m, Akilli IR

IP67, DC12V

(uite) (4] (0.

Kamera
Goranti Sensori
Efektif Piksel

Tarama Sistemi
Elektronik Shutter Hizi

Minimum Aydinlatma
S /N Orani

IR Mesafesi

IR Acik / Kapali Kontrol
IR LED

Lens

Lens Tipi

Montaj Tipi

Odak Uzaklig

Maks. Aciklik

1/2.7 “"CMOS
2560 (H) x 1440 (V), 4MP
Progresif

PAL: 1/25 ~ 1/ 100000s
NTSC: 1/30 ~ 1/100000s

0.03Lux / F2.0, 30IRE, OLux IR
65dB'dan fazla

80m’ye kadar (262 feet)
Otomatik / Manuel

2

Sabit lens / Sabit iris

Board-in

F2.0

Dahua HAC-HFW1400TLP-A-0280B-S4 Teknik Ozellikleri

2.8mm (3.6mm, 6mm, 8mm Opsiyonel)
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HAC-HFW1400TLP-A-0280B-54

4MP HDCVI IR Bullet Kamera

Gorls Agisi

Netlik Ayar

Yakin Odak Mesafesi

Pan / Tilt / Dondiirme

Pan / Tilt / DéndUrme

Video
CozUnarlak
Frame Orani
Video Cikisi
Gundlz / Gece
0SD Ment

BLC Modu

WDR

Kazancg Kontroli
Parazit Azaltma

Beyaz Dengesi

H: 76.4° (97°/48.6°/36.3°)
V: 41.6° (52°/27.9°/20.3°)

1400mm (800mm / 2500mm / 4500)
55,1"(315"/98,4"/1772)

Pan: 0° ~ 360°
Tilt: 0° ~ 90°
Dondirme: 0° ~ 360°

4MP (2560 x 1440)

25/ 30fps @ 4MP, 25 / 30fps @ 1080P

1-kanal BNC ylksek ¢ozindrlikla video cikisi / CVBS video cikisi (Gecebilir)
Otomatik (ICR) / Manuel

Coklu dil

BLC / HLC / DWDR

DWDR

AGC

2D

Otomatik / Manuel

Akill IR Otomatik / Manuel

Sertifikalar
CE (EN55032, EN55024, EN50130-4)

Sertifikalar FCC (CFR 47 FCC B6lim 15 alt bdlimi B, ANSI C63.4-2014)
UL (UL60950-1 + CAN / CSA C22.2 No.60950-1)

Araylz

Ses Arayliz Dahili mikrofon

Glg

Gi¢ Kaynagi 12V DC £% 30

Glg Tuketimi Maks. 5,6 W (12V DC, IR)

Cevre Kosullar

Calisma Kosullari

40°C~+60°C(-40°F ~ + 140 ° F) /% 95'ten az RH
* Baslatma -40 ° C'nin (-40 ° F) Uzerinde yapilmaldir.
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4MP HDCVI IR Bullet Kamera

Dayanikhlik Kosullar

40°C~+60°C(-40°F ~ 140 °F) /% 95'den az RH

Koruma Sertifikasl IP67
| Kasa
Kasa Metal (On ylz) + Plastik (G6vde)
Boyutlar 80,2 mm x 76,2 mm x 198,9 mm
Net Agirhik 0.23kg
Junction Mount Pole Mount
PFA134 PFA134+PFA152-E
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PFALZA PFAL2A+PFALS2-E
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